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73cm Built-in 2-Zone Induction Hob

Design

Type
Cooking Zones
Color / Finish
Control
Location of Control Panel
Product Net Weight
Product Dimension
Flexi Cut-out Dimension

73cm Built-in Induction Hob
2
Black Schott Ceran Glass
Touch Slider
Front
9.73kg
W 730mm x H 60mm x D 430mm
W 660-710mm x D 390 - 400mm

Performance

Functions

Features

Total Power
Left Zone
Right Zone

Power setting

2 Automatic Functions: Keep Warm / Stir Fry,
Stop & Go Function, Booster

Residual Heat Indicator, Power Management,
Timer, Child Lock, Auto Switch Off,
Pan Detection, Overheat Protection,
Overflow Protection, Flexi Cut-out

2,800W
2,200W (Booster 2,800W)
2,200W (Booster 2,800W)

12 levels

Technical Specification

Energy Input
Power Voltage
Length of Power Cord
Packaging Dimension
Gross Weight
Detachable Rubber Feet
Country of Origin

Electric
220-240V, 50/60Hz
110cm (with 13A BS Plug)
W 770mm x H 112mm x D 480mm
11.03kg
Yes (4pcs)
Asia

Warranty

2 years (exclude Commercial Use)

Features & Benefits

<Induction Technology>
Induction technology heats the pan, not the
hob, reducing energy dispersion as well as
achieving faster and energy-efficient cooking.

<Booster>
Thanks to the Booster function which the
cooking zones of the hob are equipped with,
boiling times are significantly reduced.

<Flexi Cut-out>
Glass top plate fits the hob into most cut-out
dimension as stated without requiring further
modification to the counter top

<Stir Fry>
Switching the cooking zone to maximum
power level and with temperature up to 260oC
to reduce your cooking time

<Keep Warm>
This function makes it very convenient to keep
food at desired temperature for a period of
time.

<Child Lock>
Featuring a Child Lock function to prevent
toddlers and children from accidentally using
the hob.

<SCHOTT CERAN Glass>
Extremely durable and easy-to-maintain
glass-ceramic cooktop panel and the only one
produced without the use of heavy metal
arsenic and antimony.
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Control Panel

Installation Information

Indication L W H D A B X

Dimension 730mm 430mm 60mm 54mm 660-710mm
(Flexi Cut-out)

390-400mm
(Flexi Cut-out)

50mm
(min.)

Indication A B C D E

Dimension 760mm
(min.)

50mm
(min.)

20mm
(min.)

20mm
(Air inlet min.)

5mm
(Air outlet min.)


